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Disassembly Assessment Report 

Product Name：LCD Monitor 

Model No.：XB2483HSU-B3 D 

Performance Date：2021/3/6 
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1, Product General Information 

 Model No.：XB2483HSU-B3 D

 Spec.：

 23.8”
 Resolution: 1920 x 1080
 VGA/DP/HDMI/line in/line out
 TFT-LCD panel type; LED backlight
 Response Time: 16 ms (TYP)
 Luminance: 250 cd/m2 (TYP.)
 Contrast ratio: 3000:1 (TYP.)
 View angle: 89/89
 Tilt: -5~23 degree
 Swivel (left/right): 45 degree
 Pivot: ±90°
 High Adjustment (mm): 130mm

Approval environment standard :

 RoHS
 REACH
 WEEE



Confidential 

4 
 

2, Hazards for particular dangerous substance 

The following substances, preparations, or components 
should be disposed of or recovered separately from WEEE in 
compliance with Article 4. 
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3, Disassembly Tools 

Tool picture 
Philips Screwdriver for 
M3 screw   

nosed pliers 

Diagonal Cutting 
Pliers 

Slotted screwdriver 

Six Point Sockets 

Philips Screwdriver for 
M2.5 screw 

knife 
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4, Disassembly process 
1. Remove Stand

a. Loose Quick release screw to remove base by screw
driver or hand.

b. Loose screws to remove column

2. Remove RC
a. Loose 1 screw by screw driver.

b. Work in the gap with your finger along the top, right, &
left side to separate bezel & RC
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3. Remove ASSY USB SHD

a. Remove SHD BD by screw driver& USB SHD by Hand.

4. Remove ASSY Main SHD

a. Remove Mylars& Tapes by hand.

b. Remove LVDS FFC, CTRL BD FFC, lamp wire by hand.

c. Remove DVI screws by screw driver.

WEEE annex VII PCB 
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d. Loose 7 Screws by screw driver.

e. Remove SPK by Hand

5. Remove panel

WEEE annex VII 

Capacitor 

WEEE annex VII PCB 
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a. Remove panel by hand.

 

Disassemble Stand 

1.Remove ASSY Stand
1.1 Unlock the screw by screw drive 

r 

1.2 Unlock the screw by screw driver 

 

1.3 Unlock the screw by screw driver 

WEEE annex VII Panel 

WEEE annex VII PCB 
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1.4 Disassemble plastic part 

 

1.5 Unlock the screws and disassemble the plastic parts 

 

1.6 Turn over the stand and unlock the quick release screw by 
screw driver to separate ASSY-CLMN & ASSY-Base 

 

1.7 Unlock the screws and disassemble the plastic parts 

   
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Cable 

WEEE annex VII External Cable 
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5, Disassembly Time 

Total time:   7   minutes and   46   seconds 

6, Material Category 
Table 1 Material Classification 
Category weight(g) percentage(%) 
PCBA (<=10cm2) 0.00 0.00 
Plastic 984.20 17.69 
Metal 1700.06 30.55 
Cable 22.00 0.40 
Glass 0.00 0.00 
Rubber 0.80 0.02 
Other 16.28 0.29 
ANNEX VII-Panel 2280.00 40.98 
ANNEX VII-Others 560.27 10.07 

7, Assessment Table 
Table 2  Recycled Characteristic 
Characteristics of Product Recycling Result 
Reuse(A) 0.00 g 
Recycled(B) 5042.03 g 
Energy Recovery(C) 0.80 g 
Disposal(D) =(E) - { (A)+(B)+(C) } 520.78 g 
Product Weight( E ) 5563.61 g 
R1':Reuse & Recycled Rate ={ (A)+(B) } / (E) 90.63 % 
R2':Recovery Rate ={ (A)+(B)+(C) } / (E) 90.64 % 
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8, Summary 
Table 3  Summary of the Assessment 

Assessment specification WEEE Directive 2012/19/EU 
WEEE Directive Product 

Category 
Consumer Equipment and Photovoltaic Panels 

WEEE 
requirement 

Disassembly 
result  

Judgment 
(Pass/Fail) 

Reuse + Recycled Rate(%) 70 90.63 PASS 

Recovery Rate(%) 80 90.64 PASS 


