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PureTouch-IR iiWare
ilyama'dan PureTouch-IR, en yumusak ve en hizli etki iiWare 9.0 o&zellikleri Note, Tarayici, Cloud Drive ve
icin 1 mm dokunma hassasiyeti sunar. kurulusunuz igin ihtiya¢ duydugunuz ilgili uygulamalari

ilave yikleme segenegi.
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@ EKRAN OZELLIKLERI

Diagonal
Diyagonal

Panel

Coziinirlik

En boy orani
Panel parlakhgi
Isik gecirgenligi
Statik kontrast
Dinamik kontrast
Tepki suresi (GTG)
Goriintiileme Alani
Yatay Sync

Goriintiilenebilir alan G x Y

Cerceve genisligi (yanlar, Ust, alt)

Piksel araligi

@ DOKUNMATIK

Dokunmatik nokta sayisi
Dokunma dogrulugu

Desteklenen igletim sistemleri

75", 189.3cm

189.3cm

IPS, AG coated glass, zero air-gap
3840 x 2160 (8.3 megapixel 4K UHD)
16:9

400 cd/m?

88%

1200:1

3500:1

8ms

yatay/dikey: 178°/178°, sad/sol: 89°/89°, yukari/asagi: 89°/89°
30 - 80kHz

1650 x 928mm, 65 x 36.5"

14mm, 14mm, 43mm

0.4296mm

20 (HID, only with supported OS)
+- Tmm

Tum iiyama monitorleri Tak ve Calistir 6zelligine sahiptir ve Windows ve Linux ile
uyumludur. Dokunmatik modeller igin desteklenen igletim sistemiyle ilgili ayrintilar
icin [Utfen indirmeler bélimiinde bulunan siricl talimat dosyasina bakin.

@ ARAYUZLER / BAGLANTILAR / KONTROLLER

Analog sinyal girisi

Dijital sinyal girisi

Ses girisi

Monitor kontrol girisi
Dijital sinyal cikisi
Ses cikisi

HDCP

USB portlari

RJ45 (LAN)

@ OZELLIKLER

Entegre software

WiFi

Hardware

Ekstra

VGA x1 (max. 1920x1080 @60Hz)

HDMI x3 (v.2.0, max. 3840x2160 @60Hz, RGB444)
USB-C x1 (3.1, 3840x2160 @60Hz - RGB444) - (65W charging, Touch)

Mini jack x1

RS-232c x1 (DSUB 9pin)
RJ45 (LAN) x1 (LAN Control)

HDMI x1 (3840x2160 @60Hz - RGB444/YUV444)
S/PDIF (Optik) x1

Mini jack x1

Hoparlér 2 x 16W

v.2.2

x5 (media playback / peripherals / storage — front side: 2x v.3.0, right side: 2x
v.3.0, 1x USB-C v.3.1)

x2 (Auto switch for PC & Android, 1000MB)

iiWare 9.0 (Android OS) featuring Note, web browser, file manager, cloud drives,
WPS office, ScreenSharePro and EShare for wireless connection with
Windows/iOS/Android devices

(WiFi Module OWMO002 - Dual WiFi Bandwidth: 2.4GHz/5GHz, WiFi Standard:
IIEEE 802.11 a/b/g/n/ac, Bluetooth Support: 2.1/3.0/4.2/5.0)

Quad core A73 CPU, Mali G52 GPU, 4GB RAM, 32GB internal memory

Ambient light sensor, OTA firmware update
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Kiosk modu
Media playback
Cam kalinhigi
Cam sertligi

0SD tus kilidi

@ GENEL

Kontrol diigmeleri

Kullanici kontrolleri

Garanti

@ MEKANIK

Fansiz tasarim
Calisma sicakhg araligi
Depolama sicakhgi arahigi

MTBF

evet
evet
3mm
7H

evet

Power, Power Indicator, Remote Sensor, Light Sensor, USB Connector (3.0)

common settings (input, volume, backlight), audio settings (volume, bass, treble,
balance, sound mode, mute), screen settings (aspect ratio, pixel shift, eye care,
auto light, ECO, ECR), display settings (brightness, contrast, hue, sharpness,
display mode, colour temp.), adjust settings (H-position, V-position, clock, phase,
auto), settings (wireless & networks, personal, input & output, application, system)

5 years (for details and eligible countries please check the Warranty section of our
website)

evet

0°C - 40°C

-20°C - 60°C

50.000 saat (arka 11k harig)

@ PAKET iCERIGINDEKi AKSESUARLAR

Kablolar
Dokunmatik kalem

Diger

@ GUC YONETIMI

Giic kaynagi

Gugc kullanimi

@ SURDURULEBILIRLIK

Yonetmelikler

@ OLCULER / AGIRLIK

Uriin boyutlann Gx Y x D
Kutu boyutlart G x Y x D
Agirlik (kutu haric)
Agirlik (kutu ile birlikte)
EAN kodu

glg, HDMI, USB Dokunmatik igin
x4 (Dual function tips)

WiFi Module (OWMO002), Mounting bracket for NUC, Mounting bracket for webcam

AC 100 - 240V, 50/60Hz
260W tipik, 0.5W stand by, 0.5W off mode

,ss55 5, (ROHS, PFOS, PFC)

1709 x 1020 x 86mm
1930 x 280 x 1140mm
50.8kg

69kg
4948570118427
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All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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