OMK2-1

Kit de soporte para montaje de pantallas tactiles open frame iiyama TFxx15MC

Esta solucién es compatible con los siguientes modelos de ilyama: TF1015MC,TF1515MC,TF2415MC.

@ ESPECIFICACION TECNICA

Tipo Kit de soporte para montaje

® ProlLite TF1015MC

<Bracket A> <Bracket B>

16 mm

1.0 mm S2mm g Scrow holos for

- #dng a backat
o 'm/r:ggn M4
n t
4 fr=s5 e T & [ml
i

mﬂumg .
. RE
l}Q'g
90 0mm =

| BN 200mm -
1350 mm 1350 mm

Saow holes for

— 120.0mm. - M4 mounsng he chamsls.
"El L) 1 L g’ -E‘;—tO-oi 00 lg
=\ e somm G M = “ 160 Dmm J 1%
Stllmwhdm‘d 1200 mm
mouming ha monkor
| ProlLite TF1515MC / ProLite TF2415MC
<Bracket A> <Bracket B>
1.6 mm
1 .0mm 4.2mm Saow hokes for

N fdng Tobmdet

A -0 mm g
1.0 mm Saow hoksfor
i [ %dng o backet 0 1 “
4 g:—(—«o 58 m —i ﬁ
L —

34 .0mm

120mm

0Oomm | i 90.0mm
135 0mm 1350 mm

- -

120.0 mem Saow holes for

" mounting e chassis
"
£ ° °? g g‘ - VR 1f
~ e A= _‘—J(—‘oo °d e J &
\ 800mm g = 18
\ 60 0 mm
Scraw holos for 780mm
mounsng tha monior - 8.0 mm -

@ DIMENSIONES / PESO

19.04.2024 01:42:14


https://iiyama.com/gl_en/products/prolite-xb2474hs-b2/
https://iiyama.com/gl_en/products/prolite-xub2595wsu-b1/
https://iiyama.com/gl_en/products/prolite-b2283hs-b3/
https://iiyama.com/gl_en/products/prolite-xub2390hs-b1/
https://iiyama.com/gl_en/products/prolite-b2482hs-b1/
https://iiyama.com/gl_en/products/prolite-b2483hs-b3/
https://iiyama.com/gl_en/products/prolite-xub2492hsu-b1/

Codigo EAN 4948570032525

B ProlLite TF1015MC
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