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27” WQHD monitor sa IPS panelom and postoljem podesivim po visini

Privlaan dizajn sa 3 strane bez ivica ¢€ini ProLite XUB2793QS savrS§enim za povezivanje sa viSe monitora. IPS panel i WQHD
(2560x1440) rezolucija, nude odline performanse boja i uglove gledanja, kao i primetno ostrije slike, $to je idealno reSenje za
produktivnost, zahtevne kancelarijske i finansijske aplikacije. Uz vreme odziva od 1 ms i FreeSinc, pogodan je i za kuénu

kancelariju i slobodno vreme uz video igre.

Opremljen zvuénicima, uti¢nicom za sluSalice, HDMI i DisplayPort priklju¢cima, funkcijom redukcije plavog svetla za smanjenje
zamora ociju i ergonomskim postoljem podesivim po visini od 150 mm za optimalnu udobnost korisnika, Sto €ine ovaj ekran od

27" XUB2793QS idealnim za svako radno mesto.

IPS TECHNOLOGY

IPS Tehnologija

IPS displeji su najpoznatiji po Sirokim uglovima gledanja
i prirodnim, izuzetno ta¢nim nijansama boja. Posebno su
pogodni za primenu u situaciama gde je potrebno
prikazati veliki broj nijansi boja.

WQHD 2560x1440

;
|
Full HD 1920x1080 i
]

WQHD

Sa pravom WQHD rezolucijom od 2560 x 1440p, Va$
monitor je spreman za prikaz slika visoke rezolucije. To
znaci da na Va$ ekran mozete smestiti vie informacija,
tj. 76% viSe u odnosu na monitor od 1920 x 1080.
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@ KARAKTERISTIKE EKRANA

Dizajn

Dijagonala

Panel

Osnovna rezolucija
Osnovna rezolucija
Format ekrana
Osvetljenje

Staticki kontrast
Napredni kontrast
Vreme odziva (MPRT)
Zona gledanja
Podrzane boje
Horizontalna sinhronizacija
Vidljiva povrsina § x V
Razmak piksela

Boja

@ KONEKTORI/ KONTROLE
Ulaz signala

HDCP

Priklju¢ak za slusalice

@ KARAKTERISTIKE

Smanjeno emitovanje plave svetlosti
Bez treperenja

Adaptive Sync podrska

Dodatno

OSD jezici

Zvucnici

Pogodnost

@ MEHANIGKI

Podesavanje polozaja prikaza
Podesavanje visine

Rotacija (PIVOT funkcija)
Okretno postolje

Ugao nagiba

VESA montiranje

Sistem upravljanja kablovima

@ UKLJUGENI DODACI

Kablovi

ultra tanak okvir

27", 68.5cm

IPS tehnologija panela LED, mat fini§

2560 x 1440 @75Hz (DisplayPort&HDMI, 3.7megapixel WQHD)
75Hz

16:9

300 cd/m?

1000:1

80M:1

1ms

horizontalno/vertikalno: 178°/178°, desno/levo: 89°/89°, gore/dole: 89°/89°
1.07B 10bit (8bit + Hi-FRC) (sSRGB: 96%; NTSC: 72%)

30 - 120KHz

596.7 x 335.7mm, 23.5 x 13.2"

0.233mm

mat, crna

HDMI x2
DisplayPort x1

da
da

da

da

da

i-style boje

EN, DE, FR, IT, RU, JP, CZ, NL, PL
2x2W

Kensington-lock™ priprema, DDC/CI, DDC2B, Mac OSX

visina, okret (rotacija), okretanje, nagib
150mm

90°

90°; 45° levo; 45° desno

23° gore; 5° dole

100 x 100mm

da

Strujni kabl, HDMI
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Ostalo kratko uputstvo, bezbednosni vodi¢

@ UPRAVLJANJE NAPAJANJEM

Napajanje interna
Potrosnja energije % 1W tipi¢no, 0.5W stand by, 0.5W iskljucen
@ ODRZIVOST
Propisi CE, TUV-Bauart, EAC, VCCI-B, PSE, RoHS podrska, ErP, WEEE, REACH, UKCA
Klasa energetske efikasnosti (Regulation F
(EU) 2017/1369)
REACH SVHC iznad 0.1%: Olova

@ DIMENZIJE / TEZINA

Dimenzije proizvoda $ x V x D 612.5 x 399 (549) x 209.5mm
Dimenzije kutije S x V x D 688 x 435 x 155mm

Tezina (bez kutije) 6.2kg

Tezina (sa kutijom) 7.7kg

EAN kod 4948570118946

_4xMA4 SCREW HOLE
1000 / (VESA MOUNT)
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All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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