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Hoparlor

Bu LED monitor iki yliksek kaliteli stereo hoparlorle
donatiimistir.

ACR OFF

ACR

Kontrast Orani, monitoriintiziin gorintileyebilecegi en
koyu siyah ile en parlak beyaz arasindaki farkin bir
Olglimidiir. Gelismis Kontrast Orani(ACR), film izlerken
ve oyun oynarken milkemmel goriintii kalitesi saglamak
icin ekranin kontrastini ve parlakh@ini otomatik olarak
ayarlayan bir 6zelliktir.
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@ EKRAN OZELLIKLERI

Diagonal

Panel

Coziiniirliik

En boy orani

Panel parlaklig

Statik kontrast

Tepki siiresi (GTG)
Goriintiileme Alani
Goriintiilenebilir alan G x Y

Piksel araligi

23.8"

IPS LED, matte finish

1920 x 1080 @60Hz (2.1 megapixel Full HD)

16:9

250 cd/m?

1000:1

5ms

yatay/dikey: 178°/178°, sag/sol: 89°/89°, yukari/asag:: 89°/89°
527.04x x 296.46mm

0.2715mm

@ ARAYUZLER / BAGLANTILAR / KONTROLLER

Sinyal girigi

HDCP

Kulakhk konektorii

@ OZELLIKLER

Mavi i1s1k azaltici
Kontrol diigmeleri

Kullanici kontrolleri

Hoparlor

@ MEKANIK

Yiikseklik ayar
Dondiirme (PIVOT iglevi)
Doner stand

Egim agisi

@ PAKET ICERIGINDEKI AKSESUARLAR

Kablolar

@ GUG YONETIMI

Gii¢ kaynagi

Gii¢ kullanimi

@ SURDURULEBILIRLIK

Yonetmelikler

VGA x1
HDMI x1
DisplayPort x1

evet

evet

evet

Power, Menu, +/Volume/Blue Light Reducer, -, Auto

luminance (contrast, brightness, ECO, i-style Colour, ACR), image steup (clock,
phase, H. position, V. position, aspect), colour (gamma, colour temperature,
sRGB), OSD setup (H. position, V. position, OSD time out, language), extra (reset,

signal select, HDMI audio, OD, information), volume, auto adjust

2x2W

130mm
90°
90°; 45° sol; 45° sag

22° yukari; 5° asagi

gti¢ (1.8m), HDMI (1.8m)

AC 100 - 240V, 50/60Hz
18.9W tipik, 0.43W stand by, 0.39W off mode

TCO Certified,,,,,,,,....,
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EPEAT Silver EPEAT, daha gevreci bilgisayarlari ve diger elektronik ekipmanlari tanimlamaya
yardimci olan kapsamli bir gevresel derecelendirmedir. Giimis sertifika, monitoriin
gerekli tim kriterleri ve istege bagl gereksinimlerin en az %50'sini karsiladigi
anlamina gelir. EPEAT Silver, ilyama'nin Uriini kaydettirdigi tlkelerde gegerlidir.
Ulkenizdeki kayrt durumu icin liitfen www.epeat.net adresini ziyaret edin.

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with 1ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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